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Data sheet for Part no.: 2.500241

Technical Data CARDIOVIT AT-104 PC:

System:

Barbone PC:

Dimensions: 230 x 150 x 50 mm (I/w/h)

Weight: approx. 1.9 kg

Control elements:

Direct function keys for Start/Stop/MAN/AUTO ECG recording

Shuttle Barbone S§568G2 with Shuttle Mainboard FS58
(dimensions: 30 x 20 x 18 cm, I/w/h)

Norms:

Power supply: 115/230 V (nominal), 50/60 Hz

Power consumption: max. 40 VA

Battery: mains-independent operation with integrated
rechargeable battery for approx. 30 minutes of
ECG printout

Printouts on the integrated thermal printer:

Printing technology: integrated high-resolution
thermal head printer, 8 dots/mm (amplitude axis),
40 dots/mm (time axis), @ 25 mm/s

Frequency range: 0 Hz - 150 Hz (IEC/AHA)

Chart speed: 10/ 25 / 50 mm/s (manual printout)

Sensitivity: 5/ 10 / 20 mm/mV, automatically set

or manually selected

Channels: 3

Paper type: thermo-reactive, Z-folded, 90 mm wide
approx. 23 m long

Writing width: 3-channel printout, optimal pos’

60 mm, automatic baseline adjustment

Technical Data for ECG:

ECG amplifier:

- Simultaneous, synchronous re”
active electrode signals (=~

- Sampling frequency: 107

- Pacemaker detectior

Standard:

- SCHILLER restin~

- Rhythmrece

- QT disper-

- Serial

- Wor'

or higher

~are CM ECG analysis software for

.are EXEC
.itware EXEC plus
y
A
- € scanner
The soffware can be upgraded anytime.

Environmental co”

Temperature: ¢ °C; fransport/storage: -10° to 50 °C

Humidity: or ~five humidity, non-condensing
Pressure:

Patier’ *ed, defibrillation-proof
(or'

3 “C/EN 60601-2-25;

*ernal battery)

‘evices)

iller.ch

Technical data are subject to change without notice.
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